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Standardized measures of self-lubricating bearings sintered bronze in continuous existence.
You can request to order bearings sizes, materials and lubricants other than those listed
here.

 

Solid
Diameter ø Length – L
15 ± 0,8 30 ± 1,5

20 ± 0,8 25 ± 1,5

20 ± 0,8 50 ± 1,5

25 ± 0,8 25 ± 1,5

25 ± 0,8 50 ± 1,5

32 ± 0,8 40 ± 1,5

32 ± 0,8 80 ± 1,5

42 ± 0,8 50 ± 1,5

42 ± 0,8 100 ± 2

45 ± 1 90 ± 2

52 ± 1 60 ± 2

52 ± 1 120 ± 2

62 ± 1,5 120 ± 2

70 ± 1,5 120 ± 2

80 ± 1,5 120 ± 2

105 ± 2 120 ± 2

Tolerances in mm
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Hollow
ø int. ø ext. Length – L
38 ± 1 66 ± 1,5 65 ± 2

38 ± 1 66 ± 1,5 120 ± 2

45 ± 1 105 ± 1,5 120 ± 2

53 ± 1 85 ± 1,5 65 ± 2

53 ± 1 85 ± 1,5 120 ± 2

68 ± 1 104 ± 1,5 65 ± 2

68 ± 1 104 ± 1,5 120 ± 2

83 ± 1 123 ± 1,5 65 ± 2

83 ± 1 123 ± 1,5 120 ± 2

98 ± 1 142 ± 1,5 65 ± 2

98 ± 1 142 ± 1,5 120 ± 2

Tolerances in mm

Massive large bars
ø d interior
máx. (mm)

ø D exterior
mín. (mm)

Longitud mín.
(mm)

Cantidad por
bolsa

– 125 80 1
– 125 140 1
– 149 80 1
– 149 140 1
– 178 140 1
– 202 80 1

 

Hollow large bars
ø d interior
máx. (mm)

ø D exterior
mín. (mm)

Longitud mín.
(mm)

Cantidad
por bolsa

59 125 80 1
59 125 140 1
79 149 80 1
79 149 140 1
110 178 80 1
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110 178 140 1
150 202 140 1


