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Formato de placas:

Placas desde 10 mm
2.020 x 1.020 mm
2.520 x 1.270 mm
3.020 x 1.520 mm

2017A
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T4 / T451 (F39)
10,0 mm | 28,00 e
12,0 mm | 33,59 h
15,0 mm | 42,00 o
20,0 mm | 56,00 h
25,0 mm | 70,00 e
30,0 mm | 84,00 °
35,0 mm | 98,00 bt
40,0 mm | 112,00 e
45,0 mm | 126,00 bt
50,0 mm | 140,00 e
55,0 mm | 145,00 ¢

Medidas

Medidas

de

de


https://ibermetal.es/aw2017-medidas-de-placa/
https://ibermetal.es/aw2017-medidas-de-placa/

60,0 mm | 168,00 °
65,0 mm | 179,20 °
70,0 mm | 196,00 °
75,0 mm | 210,00 °
80,0 mm 224,00 )
85,0 mm | 238,00 °
90,0 mm | 253,00 °
95,0 mm | 266,00 °
100,0 mm | 280,00 °
105,0 mm | 294,00 [
110,0 mm | 308,00 )
115,060 mm | 322,00 [
120,0 mm | 336,00 )
125,0 mm | 350,00 °
130,06 mm | 364,00 °
135,0 mm | 378,00 °
140,0 mm | 392,00 o
150,060 mm | 420,00 °




